
W100 W200 W300 W308 W310 W400 WF4002*** W4005 W401 W410 W500 WF640*** W700 W800 W900 W950

Appearance ― Visual judgement Milky White Milky White Milky White Milky White Milky White Milky White Milky White Milky White Milky White Milky White Milky White Milky White Milky White Milky White Milky White Milky White

Conc. Of Solid % JIS K6839 40 40 40 40 40 40 40 40 40 40 40 40 40 40 40 40

pH ― pH meter 9 9 9 8 8 9 13 11 9 8 9 11 10 9 11 11

Viscosity mPa・s BM-type 
viscometer(60rpm) 1,000 1,000 1,000 1,000 900 1,000 50 400 500 900 1,000 400 800 1,000 300 300

Particle Size μm Coalter counter method 3 6 3 6 9.5 4 0.2** 0.6* 1* 9.5 2.5 1* 1* 8 0.6* 0.6*

Density Kg/㎥ JIS K6760 970 920 970 970 970 920 920 920 920 920 920 920 970 950 970 920

Penetration Hardness 10-1mm JIS K2207 1 10 <1 <1 <1 3 3 3 3 3 10 10 <1 1 <1 10

Ring and Ball Method ℃ JIS K2207 128 113 132 132 132 110 110 110 110 110 113 113 132 130 132 113

Melting point ℃ DSC method 123 108 127 127 127 108 109 108 109 111 109 107 127 126 125 109

･The figures in the table above are typical values.

*Measured by MicroTrack.(W401, W4005, WF640, W700, W900, W950)

**Measured by NanoTrack.(WF4002)

***WF4002 and WF640 contains surfactant at small amount. 
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